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(57) Abstract: The invention relates to 
a tube (1) for guiding gas and/or liquid, 
particularly on an internal combustion 
engine, comprising a supporting body 
(2) and a skin (3). The supporting body 
(2) consists of a relatively stiff first 
plastic and has a number of recesses 
(6), which pass through the supporting 
body (2) and are arranged in such a 
manner that the supporting body (2) 
is flexible in a longitudinal section 
provided with the recesses (6) and 
resists pressure forces. The skin (3) 
consists of a relatively supple second 
plastic and is placed on the supporting 
body (2) in such a manner as to close 
the recesses (6) in a tight manner 
and transfers pressure forces acting 
thereupon to the supporting body (2). 

(57) Zusammenfassung: Die 
vorliegende Erfindung betrifft ein Rohr 
(1) zur Fuhrung von Gas und/odcr 
Fliissigkeit, insbesondere an einer 
Brennkraftmaschine, umfassend einen 
Stutzkorpcr (2) und cine Haut (3). 
Der StiltzkSrper (2) besteht aus einem 
relativ steifen ersten Kunststoff und 
weist mehrcre Aussparungen (6) 

auf, die den Stutzkorpcr (2) durchdringen und so angeordnet sind, dass der Stutzkflrper (2) in einem mit den Aussparungen (6) 
versehenen Langsabschnitt flexibel ist und Druckkrafte abstiitzt. Die Haut (3) besteht aus einem relativ biegeweichen zweiten 
Kunststoff und ist so am Stutzkorpcr (2) angeordnet, dass er die Ausnehmungen (6) dicht verschlieBt und damn angreifende 
DruckkraTte auf den StUtzkerper (2) Ubertragt. 
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